@® The communication parameter settings of Port 2

R4158

R4161

R4158
or
R4161

Upper byte Lower byte
55H Parameter (Default : 5521H)
BIS BS B7 BO
55H Parameter ( Default : 5565H)
BIS BS B7 BO
) 0 : Even Parity
Parit
MY 7770dd Parity
0 : 7 Bits
Data bit
O g Bits
Parity |0 ‘ None Parity
check |1 : With Parity
) 0:1Bit
t t
Stop bit = Bt
g |B7|B6|B5[B4|B3|B2|B1|B0
i
Value  Baud Rate
0[0|10]0] O 4800 bps
0[0|0]1 1 9600 bps
0O(o0|1]0]| 2 19200 bps
oO(o|1]1] 3 38400 bps
O(1|0]|0] 4 76800 bps
o101} 5 153600 bps
O(1|1]0] 6 307200 bps
o(1|1]1] 7 614400 bps
1100 0] 8 7200 bps
11001 9 14400 bps
I1/0|1]0] A 28800 bps
1/0|1]|1] B 57600 bps
l1/1]0]0] C 115200 bps
11101 D Reserved
1|1(1]0]| E Reserved
1|1 |1|1]| F 256000 bps

% R4161 only be 8-bit

% Baud Rate
setting of R4161
must be
> 38400bps



